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THes certiftcate, issued 22 Delbert Dean Huss Jr.
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@I/‘Wa/ Prodcot —-—% %&/‘téf'//odfe Nenter: A780
Make. Piper
Model: PA-12
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Installation of replacement long-life lift strut in accordance with FAA sealed Jensen Aircraft Master Drawing List
No. 006, dated May 15, 1984, FAA approved June 7, 1984, or subsequent FAA approved revision.

Loomitations and Conditions.
1. This approval should not be extended to aircraft of these models on which other previously approved
modifications are incorporated unless it is determined that the interrelationship between this change and any of
those other previously approved modifications, including changes in type design, will introduce no adverse effect

upon the airworthiness of that aircraft.
2. It has been determined that this modification has sufficiently reduced stresses such that AD 81-25-05

compliance is not required. The “no-step” placard as specified in 3(c) of AD 81-25-05 is required.
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Federal piztion Sdninistration.

Date of appbivation. March 29, 1982 Diate reissued: 2/29/88, 4/14/89, 7/14/97,
January 29, 1999

Date o/a’ﬂamoe.' June 7, 1984 Diale amendod

.@/d‘gp% oo uonireistvaior / |
e
¢

Ronald F. May  (Signature) Manager
Northwest Mountain Region
Denver Aircraft Certification Office
(Title)
Any alteration of this certificate is punishable by a fine of not exceeding $1,000, or imprisonment not exceeding 3 years, or both.
This certificate may be transferred in accordance with FAR 21.47.
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